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BF1 Borescope
All borescopes with the identification code “BF1” are reeinforced at the distal end.

AX Borescopes
All borescopes with the identification code “AX, BX, CX, DX” feature the H®

rod lens system for even brighter and high-contrast images

Special features:
● Images with even better colour quality and high contrast
● No blurred edges
● Maximum image size
● Maximum image brightness evenly illuminated
● Not all borescopes available as H®

protecting ring

Special features:
● Reinforced saphire cover glass for added protection of telescope
● Reinforced and rounded tip for maximum protection against damage

saphire glass cover
for added protection of
telescope

rounded tip to ensure
optimal protection



Miniature Borescopes
Diameter 1 – 2.9 mm
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Specially designed for general industrial use,
KARL STORZ Borescopes are rigid endoscopes
with extremely slender outer sheaths, featuring:
● Highest resilience thanks to well-known

KARL STORZ quality
● Pressure resistance up to +5 bar
● Protected optical system (metal protective

layers)
● Resistant to oil, fuel, and solvents
● Temperature resistance up to 150°C (302°F)

Excellent image quality due to use of h®

and Hr rod lens system:
● Optimal illumination
● Images with high color fidelity
● Maximum image size
● Eyepiece focussing
● Fiber optic light transmission incorporated
● Unsurpassed size of field of view

Protective sheaths as additional protection available on request.
Borescope diameter:
1.0 mm –> Protective sheath outer diameter: 1.2 mm
1.2 mm –> Protective sheath outer diameter: 2.1 mm
1.6 mm –> Protective sheath outer diameter: 2.9 mm
1.9 mm –> Protective sheath outer diameter: 2.9 mm
2.9 mm –> Protective sheath outer diameter: 3.8 mm

Diameter
in mm

� 1.2

1.6

1.9 

� 1.0 

100 mm

Working Length

82070

� 82340 AF

� 82360 AF

� 82060

137 mm

82071

200 mm 230 mm

82072

� 82062

300 mm

82073

� 82063

400 mm

82074

� 82064

70°

40°

55°

52°

Direction of
View

0°

Angle of
View

Diameter
in mm

2.0

100 mm

Working Length

170 mm 200 mm 260 mm 300 mm 400 mm

50°

Direction of
View

0°

Angle of
View

� 82550 A

Diameter
in mm

2.9 

2.9

2.9

100 mm

Working Length

83260 AF

83290 AF

170 mm

83360 AF

83390 AF

83570 AX

240 mm

83460 AF

83490 AF

255 mm 300 mm

83560 AF

83590 AF

360 mm

83660 AF

83690 AF

55°

90°

70°

Direction of
View

0°

Angle of
View

Our customer service will be pleased to provide you with further information about our borescopes.

� semirigid version, with fiber optic light guide
� without eyepiece focussing 
� reflecting telescope with 90° direction of view available



Miniature Borescopes
Diameter 1.6 – 2.9 mm
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Diameter
in mm

1.6

1.9

2.0 

100 mm

Working Length

82340 BF

82360 BF

170 mm

� 82530 B

240 mm 300 mm 360 mm

40°

55°

40°

Angle of
View

2.9

2.9

83360 BF

83570 BX

83460 BF 83560 BF 83660 BF55°

70°

2.9 83290 BF
83290 BF1

83390 BF 83490 BF 83590 BF 83690 BF90°

Our customer service will be pleased to provide you with further information about our borescopes.

� without eyepiece focussing
� without eyepiece focussing, protective sheath not available

30°

Direction of
View

30°

2.9 83260 CF 83360 CF 83460 CF 83560 CF 83660 CF55°

1.9 � 1232 CA45°

70°

2.9 83270 DF 83370 DF 83470 DF 83570 DF70°

90°

Specially designed for general industrial use,
KARL STORZ Borescopes are rigid endoscopes
with extremely slender outer sheaths, featuring:
● Highest resilience thanks to well-known

KARL STORZ quality
● Pressure resistance up to +5 bar
● Protected optical system (metal protective

layers)
● Resistant to oil, fuel, and solvents
● Temperature resistance up to 150°C (302°F)

Excellent image quality due to use of h®

and Hr rod lens system:
● Optimum illumination
● Images with high color fidelity
● Maximum image size
● Eyepiece focussing
● Fiber optic light transmission incorporated
● Unsurpassed size of field of view

Protective sheaths as additional protection available on request.
Borescope diameter:
1.6 mm –> Protective sheath outer diameter: 2.9 mm
1.9 mm –> Protective sheath outer diameter: 2.9 mm
2.9 mm –> Protective sheath outer diameter: 3.8 mm

83260 BF
83260 BF1



Rigid Borescopes 
Diameter 3.8 mm
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Our customer service will be pleased to provide you with further information about our borescopes.

* sheath not rotatable

50 mm 170 mm 240 mm 300 mm 360 mm

Working Length

* 84184 AF * 84384 AF * 84484 AF * 84584 AF * 84684 AF

* 84304 AF * 84504 AF * 84604 AF

80°

100°

Angle of
View

0°

Direction of
View

50 mm 150 mm 220 mm 280 mm 340 mm

Working Length

* 84184 BF 84384 BF 84484 BF 84584 BF 84684 BF

84304 BF 84504 BF 84604 BF

80°

100°

84304 BF1100°

Angle of
View

Direction of
View

* 84184 CF 84384 CF 84484 CF 84584 CF 84684 CF80°

* 84184 DF 84384 DF 84484 DF 84584 DF 84684 DF80°

* 84184 EF 84384 EF 84484 EF 84584 EF 84684 EF80°

30°

70°

120°

90°

Specially designed for general industrial use,
KARL STORZ Borescopes are rigid endoscopes
with extremely slender outer sheaths, featuring:
● Highest resilience thanks to well-known

KARL STORZ quality
● Pressure resistance up to +5 bar
● Protected optical system (metal protective

layers)
● Resistant to oil, fuel, and solvents
● Temperature resistance up to 150°C (302°F)
● 340° rotating sheath 

Protective sheaths with an outer diameter of 5 mm
as additional protection available on request.
Excellent image quality due to use of h®

rod lens system:
● Optimum illumination
● Images with high color fidelity
● Maximum image size
● Eyepiece focussing
● Fiber optic light transmission incorporated
● Unsurpassed size of field of view



Rigid Borescopes  
n

Diameter 4.5 mm

7-
04

16

INDUSTRIAL GROUP

Our customer service will be pleased to provide you with further information about our borescopes.

Specially designed for general industrial use,
KARL STORZ Borescopes are rigid endoscopes
with extremely slender outer sheaths, featuring:
● Highest resilience thanks to well-known

KARL STORZ quality
● Pressure resistance up to +5 bar
● Protected optical system (metal protective

layers)
● Resistant to oil, fuel, and solvents
● Temperature resistant up to 150°C (302°F)

Protective sheaths with an outer diameter of
5.5 mm as additional protective sheath available on
request.
Excellent image quality due to use of h®

rod lens system:
● Optimal illumination
● Images with high color fidelity
● Maximum image size
● Eyepiece focussing
● Fiber optic light transmission incorporated
● Unsurpassed size of field of view

490 mm 650 mm 690 mm

Working Length

84505 AF 84705 AF100°

Angle of
View

0°

Direction of
View

84505 BF 84705 BF100°

* 84505 CF 84705 CF100°

* 84505 DF 84705 DF100°

70°

90°

* recommended borescope for outer sheath 80708

30°

Albarran Sheath for reference measurement

80708 Albarran Sheath,
working length: 470 mm
outer diameter: 7.8 mm



Rigid Borescopes 
Diameter 5.8 mm
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300 mm 470 mm

Working Length

85370 AF 85570 AF67°

Angle of
View

0°

Direction of
View

85370 BF 85570 BF67°

85370 DF 85570 DF67°

85370 EF 85570 EF67°

30°

90°

120°

Our customer service will be pleased to provide you with further information about our borescopes.

* sheath not rotatable

Specially designed for general industrial use,
KARL STORZ Borescopes are rigid endoscopes
with extremely slender outer sheaths, featuring:
● Highest resilience thanks to well-known

KARL STORZ quality
● Pressure resistance up to +5 bar
● Protected optical system (metal protective

layers)
● Resistant to oil, fuel, and solvents
● Temperature resistance up to 150°C (302°F)
● 340° rotating sheath 

Protective sheaths with an outer diameter of 7 mm
as additional protection available on request.
Excellent image quality due to use of h®

rod lens system:
● Optimum illumination
● Images with high color fidelity
● Maximum image size
● Eyepiece focussing
● Fiber optic light transmission incorporated
● Unsurpassed size of field of view



Rigid Borescopes 
Diameter 6.5 mm
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Our customer service will be pleased to provide you with further information about our borescopes.

90 mm 200 mm 320 mm 440 mm 560 mm 670 mm 780 mm

Working Length

86110 AF 86310 AF 86510 AF 86710 AF

86130 AF 86330 AF 86530 AF 86730 AF

86350 AF 86550 AF

86170 AF 86270 AF 86370 AF 86470 AF 86570 AF 86770 AF

86190 AF 86290 AF 86390 AF 86490 AF 86590 AF

10°

30°

45°

67°

90°

Angle of
View

0°

Direction of
View

86170 BF 86370 BF 86570 BF 86770 BF

86190 BF 86390 BF 86590 BF

67°

90°
30°

86630 CF

86350 CF 86550 CF 86650 CF

30°

45°45°

* sheaths not rotatable

Specially designed for general industrial use,
KARL STORZ Borescopes are rigid endoscopes
with extremely slender outer sheaths, featuring:
● Highest resilience thanks to well-known

KARL STORZ quality
● Pressure resistance up to +5 bar
● Protected optical system (metal protective

layers)
● Resistant to oil, fuel, and solvents
● Temperature resistance up to 150°C (302°F)
● 340° rotating sheath 

Protective sheaths with an outer diameter of
8.7 mm as additional protection available on
request.
Excellent image quality due to use of h®

rod lens system:
● Optimal illumination
● Images with high color fidelity
● Maximum image size
● Eyepiece focussing
● Fiber optic light transmission incorporated
● Unsurpassed size of field of view



Rigid Borescopes 
Diameter 6.5 mm

7-
04

19

INDUSTRIAL GROUP

90 mm 200 mm 320 mm 440 mm 560 mm 670 mm 780 mm

Working Length

86170 CF 86270 CF 86370 CF 86470 CF 86570 CF 86770 CF

86190 CF 86290 CF 86390 CF 86490 CF 86590 CF

67°

90°

Angle of
View

Direction of
View

86530 EF

86270 EF 86370 EF 86570 EF 86670 EF 86770 EF

30°

67°

70°

86310 DF 86510 DF 86710 DF

86330 DF 86430 DF 86530 DF 86630 DF

86350 DF 86550 DF 86650 DF 86750 DF

86170 DF 86270 DF 86370 DF 86470 DF 86570 DF 86670 DF 86770 DF

86190 DF 86290 DF 86390 DF 86490 DF 86590 DF

10°

30°

45°

67°

90°90°

120°

Our customer service will be pleased to provide you with further information about our borescopes.

Specially designed for general industrial use,
KARL STORZ Borescopes are rigid endoscopes
with extremely slender outer sheaths, featuring:
● High resilience thanks to well-known

KARL STORZ quality
● Pressure resistance up to +5 bar
● Protected optical system (metal protective

layers)
● Resistant to oil, fuel, and solvents
● Temperature resistance up to 150°C (302°F)
● 340° rotating sheath 

Protective sheaths with an outer diameter of
8.7 mm as additional protection available on
request.
Excellent image quality due to use of h®

rod lens system:
● Optimal illumination
● Images with high color fidelity
● Maximum image size
● Eyepiece focussing
● Fiber optic light transmission incorporated
● Unsurpassed size of field of view



Rigid Borescopes 
Diameter 8 mm
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90 mm 200 mm 320 mm 440 mm 560 mm 670 mm 780 mm

Working Length

88110 AF 88310 AF 88510 AF 88710 AF

88130 AF 88330 AF 88530 AF 88730 AF

88350 AF 88550 AF

88170 AF 88270 AF 88370 AF 88470 AF 88570 AF 86770 AF

88190 AF 88290 AF 88390 AF 88490 AF 88590 AF

10°

30°

45°

67°

90°

Angle of
View

0°

Direction of
View

* sheath not rotatable

88170 BF 88370 BF 88570 BF 88770 BF

88190 BF 88390 BF 88590 BF

67°

90°
30°

88630 CF

88250 CF 88350 CF 88550 CF 88650 CF

30°

45°45°

Our customer service will be pleased to provide you with further information about our borescopes.

Specially designed for general industrial use,
KARL STORZ Borescopes are rigid endoscopes
with extremely slender outer sheaths, featuring:
● Highest resilience thanks to well-known

KARL STORZ quality
● Pressure resistance up to +5 bar
● Protected optical system (metal protective

layers)
● Resistant to oil, fuel, and solvents
● Temperature resistance up to 150°C (302°F)
● 340° rotating sheath 

Protective sheaths with an outer diameter of
10 mm as additional protection available on
request.
Excellent image quality due to use of h®

rod lens system:
● Optimal illumination
● Images with high color fidelity
● Maximum image size
● Eyepiece focussing
● Fiber optic light transmission incorporated
● Unsurpassed size of field of view



Rigid Borescopes 
Diameter 8 mm
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90 mm 200 mm 320 mm 440 mm 560 mm 670 mm 780 mm

Working Length

88170 CF 88270 CF 88370 CF 88470 CF 88570 CF 88770 CF

88190 CF 88290 CF 88390 CF 88490 CF 88590 CF

67°

90°

Angle of
View

Direction of
View

70°

88310 DF 88410 DF 88510 DF 88710 DF

88330 DF 88430 DF 88530 DF 88630 DF

88350 DF 88450 DF 88550 DF 88650 DF 88750 DF

88170 DF 88270 DF 88370 DF 88470 DF 88570 DF 88670 DF 88770 DF

88190 DF 88290 DF 88390 DF 88490 DF 88590 DF

10°

30°

45°

67°

90°

90°

88530 EF

88370 EF 88570 EF 88670 EF 88770 EF

30°

67°120°

Our customer service will be pleased to provide you with further information about our borescopes.

Specially designed for general industrial use,
KARL STORZ Borescopes are rigid endoscopes
with extremely slender outer sheaths, featuring:
● Highest resilience thanks to well-known

KARL STORZ quality
● Pressure resistance up to +5 bar
● Protected optical system (metal protective

layers)
● Resistant to oil, fuel, and solvents
● Temperature resistance up to 150°C (302°F)
● 340° rotating sheath 

Protective sheaths with an outer diameter of
10 mm as additional protection available on
request.
Excellent image quality due to use of h®

rod lens system:
● Optimal illumination
● Images with high color fidelity
● Maximum image size
● Eyepiece focussing
● Fiber optic light transmission incorporated
● Unsurpassed size of field of view



Rigid Borescopes 
with H® Telescopes diameter 8 mm
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Specially designed for general industrial use,
KARL STORZ Borescopes are rigid endoscopes
with extremely slender outer sheaths, featuring:
● Highest resilience thanks to well-known

KARL STORZ quality
● Pressure resistance up to +5 bar
● Protected optical system (metal protective

layers)
● Resistant to oil, fuel, and solvents
● Temperature resistance up to 150°C (302°F)
● 340° rotating sheath 

Protective sheaths with an outer diameter of
10 mm as additional protection available on
request.
Excellent image quality due to use of H®

rod lens system:
● Optimal illumination
● Images with high color fidelity
● Maximum image size
● Eyepiece focussing
● Fiber optic light transmission incorporated
● Unsurpassed size of field of view

300 mm 500 mm

Working Length

88370 AX 88570 AX67°

Angle of
View

0°

Direction of
View

88370 BX 88570 BX67°30°

88370 CX 88570 CX67°

88370 DX 88570 DX67°

70°

90°

* sheath not rotatable



Rigid Borescopes 
Diameter 10 mm
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180 mm 300 mm 420 mm 540 mm 650 mm 760 mm

Working Length

89310 AF 89510 AF 89710 AF

89330 AF 89530 AF 89730 AF

89350 AF 89550 AF

89270 AF 89370 AF 89470 AF 89570 AF 89770 AF

89290 AF 89390 AF 89490 AF 89590 AF

10°

30°

45°

67°

90°

Angle of
View

0°

Direction of
View

* sheath not rotatable

89370 BF 89570 BF

89390 BF 89590 BF

67°

90°
30°

89630 CF

89350 CF 89550 CF 89650 CF

30°

45°

Our customer service will be pleased to provide you with further information about our borescopes.

45°

Specially designed for general industrial use,
KARL STORZ Borescopes are rigid endoscopes
with extremely slender outer sheaths, featuring:
● Highest resilience thanks to well-known

KARL STORZ quality
● Pressure resistance up to +5 bar
● Protected optical system (metal protective

layers)
● Resistant to oil, fuel, and solvents
● Temperature resistance up to 150°C (302°F)
● 340° rotating sheath 

Protective sheaths with an outer diameter of
12 mm as additional protection available on
request.
Excellent image quality due to use of h®

rod lens system:
● Optimal illumination
● Images with high color fidelity
● Maximum image size
● Eyepiece focussing
● Fiber optic light transmission incorporated
● Unsurpassed size of field of view



Rigid Borescopes 
Diameter 10 mm
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180 mm 300 mm 420 mm 540 mm 650 mm 760 mm

Working Length

89270 CF 89370 CF 89470 CF 89570 CF 89770 CF

89290 CF 89390 CF 89490 CF 89590 CF

67°

90°

Angle of
View

89310 DF 89510 DF 89710 DF

89330 DF 89430 DF 89530 DF 89630 DF

89350 DF 89550 DF 89650 DF 89750 DF

89270 DF 89370 DF 89470 DF 89570 DF 89670 DF 89770 DF

89290 DF 89390 DF 89490 DF 89590 DF

10°

30°

45°

67°

90°

70°

Direction of
View

90°

89530 EF

89370 EF 89570 EF 89670 EF 89770 EF

30°

67°120°

Our customer service will be pleased to provide you with further information about our borescopes.

Specially designed for general industrial use,
KARL STORZ Borescopes are rigid endoscopes
with extremely slender outer sheaths, featuring:
● Highest resilience thanks to well-known

KARL STORZ quality
● Pressure resistance up to +5 bar
● Protected optical system (metal protective

layers)
● Resistant to oil, fuel, and solvents
● Temperature resistance up to 150°C (302°F)
● 340° rotating sheath 

Protective sheath with an outer diameter of 12 mm
as additional protection available on request.
Excellent image quality due to use of h®

rod lens system:
● Optimal illumination
● Images with high color fidelity
● Maximum image size
● Eyepiece focussing
● Fiber optic light transmission incorporated
● Unsurpassed size of field of view



Long Rigid Borescopes
Diameter 8/12 mm
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The outer diameter is 8 mm for 700 mm measured from the lens side and
12 mm along the remainder of the telescope up to the eyepiece.

970 mm 1140 mm 1300 mm 1480 mm

Working Length

88970 AF 89170 AF67°

Angle of
View

0°

Direction of
View

88970 BF 89170 BF67°

88870 DF 88970 DF 89070 DF 89170 DF67°

88970 EF 89170 EF67°

30°

88970 CF 89170 CF67°

90°

120°

Our customer service will be pleased to provide you with further information about our borescopes.

70°

Specially designed for general industrial use,
KARL STORZ Borescopes are rigid endoscopes
with extremely slender outer sheaths, featuring:
● Highest resilience thanks to well-known

KARL STORZ quality
● Pressure resistance up to +5 bar
● Protected optical system (metal protective

layers)
● Resistant to oil, fuel, and solvents
● Temperature resistance up to 150°C (302°F)
● 340° rotating sheath

Excellent image quality due to use of h®

rod lens system:
● Optimum illumination
● Images with high color fidelity
● Maximum image size
● Eyepiece focussing
● Fiber optic light transmission incorporated
● Unsurpassed size of field of view



Swing Prism Borescopes
Diameter 6/8 mm with angle of view 28°
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For general industrial use
● Observation range -14° up to +144°
● 400° rotating sheath
● Single-hand control for full adjustment of direction of view in 2 dimensions 

(swivelling and rotating)
● An indicator index for the direction of view (rotating) is integrated into the image
● Reliable h® telescope for sharp border definition, contrast and image brightness
● Illumination adapted to the swivelling range via optimal light distribution
● Ring-light type illumination around the lens
● Easy, ergonomic, forward-inclined handle for endoscopy without fatigue
● Universal handle for left- and right-handed users
● Suitable protective sheaths available on request

86730 SF 86030 SF 86B30 SF6 mm

88530 SF 88630 SF 88830 SF8 mm

315 mm 370 mm 470 mm 505 mm 640 mm 670 mm

Working LengthOuter
Diameter

Our customer service will be pleased to provide you with further information about our borescopes.



Swing Prism Borescopes  
n

Diameter 8 mm with angle of view 45°
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For general industrial use
● Observation range -25° up to +120°
● 400° rotating sheath
● Single-hand control for full adjustment of direction of view in 2 dimensions 

(swivelling and rotating)
● An indicator index for the direction of view (rotating) is integrated into the image
● Reliable h® telescope for sharp border definition, contrast and image brightness
● Illumination adapted to the swivelling range via optimal light distribution
● Ring-light type illumination around the lens
● Easy, ergonomic, forward-inclined handle for endoscopy without fatigue
● Universal handle for left- and right-handed users
● Suitable protective sheaths available on request

88550 SF 88650 SF 88850 SF8 mm

315 mm 370 mm 470 mm 505 mm 640 mm 670 mm

Working LengthOuter
Diameter

Our customer service will be pleased to provide you with further information about our borescopes.Our customer service will be pleased to provide you with further information about our borescopes.

100°

145°

45° 20°

100

45°


